
 

 
Technical Data Sheets 

Typical Properties 
 
Enviroboard™ MR 
Paper Board Material 
 
A bright white, printable on both sides, dimensionally stable, rigid FSC Certifed board 
material designed for use in P.O.P. and trade show applications. Enviroboard™ MR base 
is made from a blend of 10% PCW* and FSC Certified fibers to achieve its sustainable 
balance.  
Fabricated into a composite board with a repulpable yet durable water-based adhesive 
system, Enviroboard™ MR is fully recyclable product for maximum sustainability. 
 

 
 

 
  
  
 

  
 

HS Code - Harmonization System Code for Commodity Classification:
 

 
Code: 4808.90.00  
 
Typical Properties 
 
Caliper/Thickness (mm) 3.0mm 3.5mm 4.7mm

 

Basis Weight (Lb./MSF) 180 235 250
 

Brightness 97+ 97+ 97+
 

Flexural Rigidity (In./Lb.)         
                                    MD  49.9 65.8  

CD 36.8 44.1  
Edge Crush (Lb./In.) 171.6 193.9 

  
 

 

 

Platform Compatibility:      UV flatbed digital, UV screen, Latex.

Item Size US Size Metric # sheets
EnviroBoard™ 3.0 mm 48" x 96" 1.22m x 2.44m 250 52.0300.48.96.250.6  
EnviroBoard™ 3.5 mm 48" x 96" 1.22m x 2.44m 250 52.0350.48.96.250.6  
EnviroBoard™ 4.7 mm 48" x 96" 1.22m x 2.44m 250 52.0470.48.96.250.6  
EnviroBoard™ 3.0 mm 48" x 96" 1.22m x 2.44m 100 52.0300.48.96.100.6  
EnviroBoard™ 3.5 mm 48" x 96" 1.22m x 2.44m 100 52.0350.48.96.100.6  
EnviroBoard™ 4.7 mm 48" x 96" 1.22m x 2.44m 100 52.0470.48.96.100.6  
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